
NEOTERA
Engineered Wide Plank Xcora® Bamboo Flooring

The Neotera Collection showcases the “New Teragren” in a gorgeous range of 5 clean, contemporary
colors with just the right amount of texture and natural, open grain. Featuring our best-selling Xcora®
Strand bamboo wear layer over a eucalyptus/poplar core, this collection boasts all the durability of
strand bamboo with all the stability and exibility of an engineered construction.

FEATURES & BENEFITS

PRODUCT DETAILS

INSTALLATION & CARE

Performance

Value

Ecosmart

Indoor Air Quality

• TrueMark® Glaze Tek- 4 coats of hand applied base & accent color, with 12 coats of finish

• Premium Xcora® strand bamboo – 160% harder than red oak

• Optimum 5.5 Moso Bamboo: Harvested at maturity for peak density, creating a harder     	
   and more stable product for lasting beauty and performance

Nominal Dimensions:

Construction:

Wear Layer:

Milling:

Profile:

Accessories:

Color Variation:

WARHOL

ROTHKO

KRUGER

POLLOCK

Installation Environment:

Installation Methods:

Nailing Guidelines:

Acclimation:

Maintenance:

0.47” x 3mm x 5.12” x 72.83”

Engineered Xcora® Strand Bamboo

3mm

2 Side Micro Bevel

Tongue & Groove

Full line of coordinating 14mm accessories

Moderate

35 - 55% Relative Humidity

Nail, Staple or Glue

18 or 20 gauge cleat x 1.5”

Minimum of 48 hours on-site in box

TrueClean Floor Cleaner

• Lifetime structural warranty; 10-year heavy-use commercial/25-year 
   residential fiinish warranties

• Certified USDA BioPreferred – 99% biobased content

• Wear Layer is made of MR6 rapidly Renewable Materials

• Floorscore® certifed for superior indoor air quality
• Qualifies for Collaborative for High Performance Schools 2009 Criteria EQ2.2.3 –
   Low Emitting Materials

POLLOCK


