
Surface Tone 9x36 PRODUCT SPECIFICATIONS

Packaging

Performance Testing

Test Reports may be included or listed by the manufacturing/inventory style number as opposed to the noted selling style number.

Warranty

Please visit patcraft.com for the most current warranty information.

COLLECTION Monochrome + Surface Tone

STYLE NUMBER I464V

CONSTRUCTION Commercial Luxury Vinyl Plank
with Fiberglass

WEAR LAYER

THICKNESS

20 mil / 0.02 inches (0.508
mm)

OVERALL THICKNESS 0.197 inches (5 mm)

EDGE PROFILE Squared Edge

REFERENCE

SPECIFICATION

ASTM F1700 Class III printed
film vinyl plank
Type B (embossed)

FINISH ExoGuard®

INSTALLATION TYPE Dry Back

INSTALLATION Glue Down

RECOMMENDED

ADHESIVE

LOKWORX+ RESILIENT,
LOKWORX+ RESILIENT,
LOKWORX RESILIENT, S150
SPRAY ADHS or 4151

US Units Metric Units

PLANK SIZE 9 inches W x 36 inches L 22.9 cm W x 91.4 cm L

PIECES /BOX 10

AREA /BOX 22.5 sq ft 2.1 sq m

WEIGHT /BOX 38.18 lbs 17.3 kg

RESISTANCE TO CHEMICALS / ASTM F925 Passes

15 Year Limited Commercial.

Commercial Limited Underbed Bond Warranty S150/4151/Lokworx+ Resilient.
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https://patcraft.com/
https://pdmsview.shawinc.com/viewer/test-result/b3eb1315-6e29-4622-a628-836bf7319e14
https://qmsview.shawinc.com/viewer/doc/4820
https://qmsview.shawinc.com/viewer/book/5644


Surface Tone 9x36

Installation Methods

Brick Herringbone Monolithic Stagger

Environmental

Installation Guidelines

Maintenance Guidelines

FLOORSCORE® Certified
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https://pdmsview.shawinc.com/viewer/document/doc/36841
https://qmsview.shawinc.com/viewer/doc/773
https://pdmsview.shawinc.com/viewer/document/doc/20687

